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BONE PROFILERKIT

BONE PROFILER KIT

NO > Stress, implant Damage, Interference

Remove bone safely without damaging the
implant platfrom.

® Precision

© Simplicity

© Optimal Design

BONE PROFILERKIT

Bone Profiler Base
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In situations where the
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BONE PROFILER KIT
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BONE PROFILERKIT

DIMENSIONS

Bone Profiler
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- Various diameters compared to other companies (9#4.0~7.5)
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Regular

- Safety bone removal even with high RPM (excellent cutting power) without damaging the implant platform.

- It's compatible with every DENTIS implant lineup.
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BONE PROFILER KIT

The DENTIS Bone Profiler kit assists in bone removal around the coronal aspect of the implant, Allowing for proper seating

of every prosthetic component such as healing Abutments, impression copings and final restorations.
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BONE PROFILER KIT
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Product Name

Bone Profiler Base
(Narrow/Hex 1.7)

Bone Profiler Base
(Mini/Hex 2.1)

Bone Profiler Base
(Regular/Hex 2.5)

Bone Profiler(d4.0)

Bone Profiler(d4.5)

Bone Profiler(d5.5)

Bone Profiler(6.5)

Bone Profiler(7.5)

I-FIX Bone Profiler (@4.0)

BONE PROFILER KIT

Qty PerKit

1EA

2EA

2EA

1EA

1EA

1EA

1EA

1EA

Optional

SET
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BONE PROFILERKIT

DIRECTIONS

1. First, Attached the bone profiler base using the 1.25 hex driver Clockwise.

2.0ncethebaseis connected intothe placed implant, Alignthe Bone
Profiler and begin rotating the Bone Profiler Clockwise.

* Recommended rpm
1.000~1.500 RPM

3.The Bone Profiler will gradually cut away the excess bone from around the coronal aspect of the
implant to allow prosthetic components to fully seat.

0.1mm Safety Gap
prevents damage to the
implant platform
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BONE PROFILER KIT

4,Removedrill & base

Excessive amounts of bone are removed precisely
Counterclockwise.

Note : Ensure that the implant platform is
cleaned from bone remnants prior to
seating the restorative component.

5.Theabutmentis entirely correctly seated.
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